


Blower

Distributor

Inlet

Media

Outlet

Air Lift

Primary Zone

The AirFlow sewage treatment plant is designed for 
minimum maintenance. 

Under normal usage the plant will require periodic 
emptying.

Titan Eko provides contact to the installation company 
which offers a full after sales service involving 
maintenance within the warranty period and 
afterwards.

The unit is normally installed with the cover flush to ground level.  
It may protrude aboveground if required to suit groundlevels 
orland scaping. 

The plant should be seated on a concrete base within a gravel  
or concrete surround in either a dry or a wet site. 

The blower housing can be located anywhere with in a 13 m. radius  
of the plant itself.

I N S T A L L A T I O N

M A I N T E N A N C E

For 1-5 domestic dwellings without access to mains drainage, the Klargester AirFlow provides a reliable, 
efficient and environmentally safe solution to your sewage disposal needs. 

It is ideal for locations where discharge is to sub-surface irrigation, or to a suitable water course where approved by appropriate 

regulating body.

ADVICE.  The information in this sales literature is only   brief. For more detailed technical literature please  contact the office or the nearest distributor.



AirFlow    Package Sewage Treatment Plants for Residential Applications

Unit size AF1 AF2

Population Equivalent  1 house, max. 6 2 house, max. 12

Daily Flow (m3/day) 1,20 2,40

BOD Load (kg/day) 0,36 0,72

Overall Diameter (mm) 1880 1880

Distance from Outlet to Base (mm) 1100 1580

Distance from Inlet to Base (mm) 1200 1680

Standard Distance from Inlet to Ground (mm) 1000 1000

Standard Distance from Outlet to Ground (mm) 1100 1100

Tank Height (mm) 2200 2700

Pipework Diameter (mm) 110 110

Motor Rating 60W 60W

Weight (tonnes) standard units empty 0,200 0,250

  This chart is a general guide.

•	 Cesspools

•	 Grease & Silt Traps

•	 Oil/Water Separators

•	 Sand Traps

•	 Rainwater Harvesting

•	 Tanks for Special Substances

KLARGESTER BRAND INCLUDES A WIDE VARIET Y  
OF ENVIRONMENT PROTECTION SYSTEMS:

•	 BioDisc®Sewage Treatment Plants

•	 AirFlow Sewage Treatment Plants

•	 Sigma SuperSeptic

•	 Reed Beds

•	 Package Pump Systems

•	 Septic Tanks

In keeping with Company policy of continuing research and development and in order to offer our clients the most advanced products,  

the company reserves the right to alter specifications and drawings without prior notice.
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9The exact hues of the colours presented in the flyers may differ, depending on the quality of print.

Product specifications may be slightly modified; to obtain an up-to-date equipment
specification, contact the Kingspan Environmental office or the nearest distributor.

BS EN ISO 9001:2008
FM 57348

Kingspan Environmental Sp. z o.o.
ul. Topolowa 5

62-090 Rokietnica
Polska

Tel.: (+48) 61 814 44 00
Fax: (+48) 61 814 54 99
biuro@kingspan-env.pl

www.titan-eko.com



Package Sewage Treatment Plants for Residential Applications
AirFlow

BIOLOGICAL SEWAGE TREATMENT  
PLANT AND TIGHT TANKS 

products in compliance with PN EN 12566-3




